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1. INTEL®  H61 Chipset  

2. Support LGA1155 Sandy Bridge & IVY Bridge Intel 

Core processor family 

3. ON Board SAMSUNG 4G/1600MHz DRAM 

4. Support 1*DDR3 1600/1333/1066 DDR3 DIMM slot 

5. Integrated HD Audio CODEC with 6-CH 

6. Support 2*PCI-Express x16 slots 

7. Support 5*PCI slots 

8. Support 2*Intel®  Gigabit LAN 

9. Support 10*COM ports(COM2&COM10 for RS422/485)   

10. Support 4*SATA2.0  

11. Support 8*USB2.0  

12. Onboard 1*MiniPCI-E connector(Full size) 

13. Support SIM Card Socket (Option） 

14. 4 Phase CPU Power Support 

15. Support Thunder Protection Function 

16. ATX Form Factor(220mm X305mm) 

 
  

 

  

 

 

 

 

 

 

 

 CPU  Supports LGA1155 Sandy Bridge &IVY Bridge Intel Core processor family  

 4 Phase CPU Power Support 

 Chipset  INTEL®  H61 Chipset 

 I.O Chipset  Fintek®  F71869AD 

 Memory  On Board SAMSUNG 4G/1600MHz DDR3 DRAM 

 Support 1* 240-pin DDR3 1600/1333/1066 

 Expansion Slots  1* Mini PCI-E connector (Full size) 

 2* PCIex16 slots(1pcs by x16、1pcs by x1) 

 5* PCI slots 

 Storage  4* Serial ATA2 3Gb/s connectors 

 Audio  ALC887 Audio CODEC 

 6-Channel HD Audio CODEC 

 Ethernet LAN  2* GIGALAN  

 INTEL®  IN82574 + IN82579 Chip 

 USB  8* USB 2.0/1.1(4 distribute in back panel, 4 distribute in mid-board) 

 Special Features  Support CPU Smart Fan 

 Support Watch dog Technology 

 Support GPIO Technology 

 Support memory Onboard (4G,Option) 

 Support 2*RS422/RS485 COM  

Mainboard Diagram                                   NC51-AH61-4G 
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 Thunder Protection Function 

 All Solid Capacitor design 

 Back Panel I / O   4* USB 2.0/1.1 ports 

 1* PS/2 port 

 2* RJ-45 ports 

 2* COM ports（support  5V/12V） 

 1* 3JACK port 

 1* VGA port (Max. Resolution: 1920×1200@60Hz) 

 1* DVI port (Max. Resolution: 1920×1200@60Hz) 

 Internal I / O   2* USB 2.0/1.1 headers for 4 USB 2.0/1.1 ports 

 1* CPU / Chassis Fan connector 

 2* System Fan connectors 

 8* COM headers（2*Support RS422/RS485 for COM2、COM10） 

 1* Parallel header  

 1* 24-pin ATX Power connector 

 1* 4-pin ATX Power connector 

 1* 10-pin GPIO header 

 1* Mini PCI-e connector 

 4* SATA2.0 connectors 

 1* Audio header 

 1* 2-pin HDMI SPDIF header 

 BIOS  AMI 32MB DIP Flash ROM 

 Temperature  Operating: 0°C ~ 60°C 

 Storage: -20°C ~ 85°C 

 Form Factor  ATX Form Factor(220mm X305mm) 

 Accessories  I/O Shield 

 SATA Cable 

 COM Cable 

 


